CENTRAL UNIVERSITY OF KERALA
( g9 & Glfﬁﬁ'qﬂ. ad 2009 el R / Established under the Act of Parliament in 2009)%3%% f%?l'ﬂ,
YA BT, BTARNS-671 325, BIA / Tejaswini Hills, Periye P.O. KASARAGOD-671 325, KERALA

GYHTYH/ Phone: 0467 -2309495, aﬂ'\‘lﬁ?l Website:- cukerala.ac.in, é‘-ﬁfﬂ E mail:- registrar@@cukerala.ac.in

Notification No. CUK/PLS/INS/2025-26/01-13 Dated 09.09.2025

INVITATION FOR QUOTATIONS

Quotations are invited in single cover system from the reputed and well-established

supplier for the supply and installation of Scientific Equipment to the Department of
Plant Science as detailed below:

S1 Last Date for
No Name of the Scientific Equipment submission of
Quotations

Micropippette starter Kit, Laminar Air Flow, Magnetic Stirrer with hot
plate, Dissecting Microscope, Vertical Stainless steel Oven, Digital
I | Orbital Shaker, Centrifuge Machine, Serological Water bath, Servo | 30.09.2025
Stabilizer, Digital Balance, Refrigerator with Stabilizer, pH Meter,
Visible Spectrophotometer

The detailed technical specifications and quantities of the equipment shall be provided as per the
Annexure I. The Price details format and General Terms and Conditions for submitting quotations
and supplying the Scientific Equipment shall be as per Annexure II and Annexure III respectively.

The quotations shall be submitted in a sealed cover to the Head, Department of Plant Science.
Godavari Building, Central University of Kerala, Periya, Kasargod. It is requested that the quotations
along with brochures and equipment manuals, if any, may be submitted to the Head, Department of
Plant Science on or before the due date. The quotations will be opened on I* October, 2{25 at

11.00 Hrs and the successful bidder will be informed 03.10.2025. If the proposed day happen to ,bt,"

holiday for CUK, the quotations will be opened on subsequent workm;: day.
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CENTRAL UNIVERSITY OF KERALA

SCHOOL OF BIOLOGICAL SCIENCES
DEPARTMENT OF PLANT SCIENCE

SPECIFICATIONS OF THE MINOR INSTRUMENTS
(INDENTS SUBMITTED ON 16/07/2025)

. Micropipette starter Kit, set of four, Single channel, variable volume

Specifications:

Single channel

Set of four : Variable volume: 0.2-2 ul, 2-20 pl, 10-100 pl, 100-1000 pl
With stand for 6 pipettes

With 96 tips/box

LLaminar Air flow cabinet

Specifications:

Working Area in cm: L X W X H in em: 90 X 60 X 60
External dimension in em: 95L X 100W X 155H

Airflow: Vertical

Cleanliness:Class: 100

Efficiency : 99.9%, Particle retention 0.3 microns and above
HEPA filter quality : compliance to FED : STD : 209 and EN 779
Pie filter quality compliance to IS 7613

working table : satin finish

Stainless steel top.

The inner cabinet : marine plywood

Outer covering : C.R sheet duly powder coated

Front door: transparent acrylic provided with counter weight attachment for sliding operation

and keep the door at required level
Sides of the cabinet should be panelled with polycarbonate transparent sheet.

Fitted with all standard accessories such as U.V. germicidal light, fluorescent light, provided

cock for gas / air, pre filter & HEPA filter, inclined pressure manometer.
Warranty : 1 year

Magnetic Stirrer with hotplate ")

: W £ .
Specifications: r L7 : _B'\:mé-’
\\// %
Capacity 500ml. 2 Litres _ %//h\/
% }/"_{v\

Voltage 220 - 240 V c%\q,‘)
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Power 150 - 500 W

Operating Frequency 50 Hz

Max Speed 1200 rpm

Stirring capacity 5 Ltrs

Heating capacity 500 watt

External dimensions 200 * 225 * 185 mm
Low speed stirring even with small volume
Warranty : 1 year

Dissecting Microscope
Specifications:

Complete with metal fittings

Special eye pieces brass mounted 10x & 20x
Baker type base in thick polished box
Upright microscopes

Warranty : 1 year

Vertical Stainless steel Oven
Specifications:

Capacity : 91 Litre

Number Of Shelves : 3

Material : Stainless Steel

Shape : Vertical

Mount Type : Floor Mounted

Warranty 12 months

Inner Dimentions (WxDxH) — 450 x 450 x 450 mm
Product Ext. Dimensions — 630x588x818 mm
Accuracy +/- 1 Deg. C

Ambient Temperature 50 to 180°C

Control Type PID control

Body Material Inner SS & outer MS Epoxy Coated
Temperature environment of ambient +5 to 60°C for incubators
Warranty : 1 year

Digital Orbital Shaker

Specifications:
" e
Digital display ~ A/\% \’7’0
Capacity : 3Kg <7 Q53
Fixed platform
Warranty : 1 year XJ?T" -J<
— v
s WA\
Centrifuge machine . oV

Specifications:
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10.

Digital Timer Range 0-99 Min

Max. Capacity 400 ml

Dimensions (WxDxH) (mm) 380x470x300 mm

Max. RCF 5070 "g"(TM)

Speed 6000 RPM

Noise 60 db

Automatic rotor identification ensures operator safety
Stainless Steel centrifuge Chamber

Brushless Induction motor with variable frequency drive
Microprocessor controller with digital display

Stable speed output even under unstable voltage conditions
Gas hinge to prevent door falling

Emergency lid lock release

Warranty : 1 year

Serological water bath
Specifications:

Capacity — 9.7 L

Inner Dimensions (WxDxH) — 300x 270x 120 mm

Gross Dimension /Weight — 440 x 400 x 330 mm/6.5 kg
Fully stainless steel, including bottom

Digital setting & readout

Double walled full SS construction with glass wool insulation
Temperature Range: Ambient + 5 to 65°C.

Energy efficient tubular heater.
Warranty : 1 year

Servo stabilizer
Specifications:

Capacity: 5 KVA

Compatible for Thermo -80 deep freezer
No Load Loss : 5% of rated Capacity
Output Regulation : Better than 1%

For input variation from 170-270Volts and load variation from no load to full load

Warranty : 1 year

Digital Balance
Specifications:

Weighing Capacity : 300 Gm
Calibration : Fully Automatic
Type Of Weighing Scale : Digital
Material : Metal

Warranty : 1 year
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Digital Temperature Controller cum Indicator - 1°C resolution.
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11.  Refrigerator with stabilizer
Specifications:

291 L

Double Door

External LED display

Product dimension : 585X1675X703
Smart Inverter compressor

High gloss finish

Door Cooling

Star rating : 2

Warranty : 1 year

Stabilizer: Compatible for 300L Refrigerator; Capacity : 2A, Working range 135-280
VAC

12. pH meter

Specifications:
. Microprocessor based basic pH meter
. Accuracy up to +0.01 pH
. Push button calibration, auto buffer recognition
. Self- diagnostic messages
. Automatic temperature compensation (optional)
B Electrode characteristics (pH slope/offset) can be viewed
. Warranty 1 year against manufacturing defect on meter and 6 months on electrode
° pH Range: 0.00 to 14.00 pH
. No. of pH Calibration Points: Up to 3 points
. Temperature Range : 0 to 100 °C
. Temp Resolution / Accuracy : 0.1 °C / + 0.3 °C
* Electrode Stand needed
. Single junction pH electrode,l m cable
. AC/DC 9V Adapter
. Warranty : 1 year
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13.  Visible Spectrophotometer
Specifications:

Visible Spectrophotometer

Wavelength Range 325-1000nm

Spectral Bandwidth 4nm

Wavelength Accuracy +1nm

Wavelength Repeatability +0.5nm

Wavelength Setting Automatic

Warranty: 2 year against any manufacturing defect
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Annexure-II

PRICE DETAILS
SI. Description Qty | Rate | Amount | Whether
No. per submitting
Unit quotations
(Yes/No)
Department of Plant Science
1 Micropippette starter Kit 5
2 Laminar Air Flow 1
3 Magnetic Stirrer with hot plate 2
4 Dissecting Microscope 21
5 Vertical Stainless steel Oven 1
6 | Digital Orbital Shaker 2
7 Centrifuge Machine 1
8 Serological Water bath 2
9 Servo Stabilizer 1
10 Digital Balance 1
1 Refrigerator with Stabilizer 1
12 pH Meter 1
13

Visible Spectrophotometer




Annexure-I11

CENTRAL UNIVERSITY OF KERALA
PERIYA, KASARAGOD-671325

N

10.

1.

12.

GENERAL TERMS AND CONDITIONS

The duly filled hard copy of the quotation for each scientific equipment shall be submitted in a
sealed cover with all equipment manuals and supporting documents to the following address.
Head, Department of Plant Science, Godavari Building, Central University of Kerala,
Periya, Kasargod — 671325 on or before the due date.

Submitting quotations by any other means other than specified above shall not be considered. The
University is not responsible for any postal/courier delay.

The quantities of the Scientific Equipment may increase or decrease at the time of placing purchase
orders.

The invitation notice, technical specifications of the scientific equipment, schedule of quantities
and other necessary documents can be seen and downloaded from the University official website
https://cukerala.ac.in/.

The supplier should be a well-established professional organizer and must have an experienced
background in supplying scientific equipment to Universities and research institutes.

The quoted price must be in Indian rupees and shall include GST, service tax, duties, transportation
of materials etc. and no additional claim will be entertained by University in this regard.

The bidder can offer quotations to any number of scientific equipment as listed in the Annexure 1.
The bidder shall comply with all the technical specifications of each scientific equipment and any
deviation invites disqualification from the competition.

The successful bidder shall be required to comply with all the instructions of the University. The
decision of the University is final.

The successful bidder shall be required to supply the scientific equipment on or before 30.10.2025
from the date of issuing purchase orders. Delay in supply of equipment will invite Liquidated
Damage charges as per GFR, Govt. of India rules.

Installation and training shall be completed at free of cost within THREE working days after supply
of the item to the Department of Plant Science, Godavari Building, Central University of

Kerala.

The warranty for the supplied equipment shall be minimum ONE year from the date of installation.
Selection of a bidder is decided based on evaluation of technical specifications and followed by

offer price (lowest price, L.1). However, University reserves the right to place purchase orders to L1
and L1 bidder may be called for price negotiation. B \
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14.
15.

16.

17.

Payment (100%) shall be released only after successful installation of the Scientific Equipment in
the Department of Geology and satisfactory report of the end user.

University shall recover the GST, TDS, any other statutory taxes as per Govt. of India norms.

If a Firm/Supplier wish to supply more than one Scientific Equipment, rates shall be quoted in the
format (Annexure II).

In case of any dispute, the decision of Registrar, whose decision is final and binding on the
supplier.

In the interest of the Central University of Kerala, additional terms & conditions may be
imposed or introduced to the conditions as stated above.




