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Notification No. CUK/R&D/MDPG-2025/1 PG-2/PBN/PHCM/206/2026 Dated ;c(!o§/.2026

__INVITATION FOR QUOTATIONS |

Quotations are invited in single cover system from the reputed and well-established supplier for the
supply and installation of Scientific Equipment to lhga_Centrzﬂnﬂr_sityo_f_l(cralaﬁ_dﬁii_lﬂbe]owl_
S| Last Date for

No Name of the Scientific Equipment & Quantity submission of
-—  [|Quotations
1 Digital dry bath (1 No) L 106/ 2026,

(as per the technical specifications, Annexurel) 5
BSL-2 Cabinet (Microprocessor-controlled Biosafety Cabinet

2 | Class I type A2) (1 No) O,}oé/ 2026,
(as per the technical specifications, Annexure ) B

? l(::: pn;:ttf'; f::c:::l!ca! specifications, Annexure I) R . JEG /_ _2_0?3’___ o
| pere et sy oiloel ams,

° _.,?Lic!?e_fr':’::‘-i(ﬁlﬁz:!){-.‘I’E?fﬁf_""l’fﬂ_-ﬁ'?"_exﬂftf ./ S E'} _‘E/__'z_o_%f” .
6 Pipette set (1 No) ﬂlo 6/ 2026,

(as per the technical specifications, Annexure I) )

The detailed technical specifications shall be provided as per the Annexure I. The General Terms and
Conditions for submitting quotations and supplying the Scientific Equipment shall be as per Annexure
11, respectively.

The quotations shall be submitted in a sealed cover to Dr. Praveen Balabaskaran Nina, Principal
Investigator, Department of Public Health and Community Medicine, Room no. 220, first floor,
Brahmaputra Building, Central University of Kerala, Periya, Kasargod — 671325, It is requested
that the quotations along with brochures and equipment manuals, if any, may be suhmitlc? to Dr.
Praveen Balabaskaran Nina, on or before the due date. The quotations will be opened ono= |0612026 at
12.00 pm. If the proposed day happens to be holiday for CUK, the quotations will bé_ opened on
subsequent working day. = W
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The offered digital dry bath shall be a high performance system and suitable for
molecular biology and laboratory applications. It should support interchangeable
blocks for various tube and plate formats, making it suitable for different volumes. It
must combine heating, cooling, and programmable mixing functions with advanced

TECHNICAL SPECIFI

condensation prevention features,
operation. The detailed specifications are as follows:

ION

Annexure-I

F ‘DIGITAL DRY BATH’

ensuring reliable and contamination-free

Block Temperature Control

Sl. No. Parameter Specification (Required)

1. | Thermal device Peltier driven for excellent
temperature control

2. Heating/Mixing/Cooling Modes | Available for tubes and plate formats

3. Temperature Control Technology PeItier-d‘riven system for precise heating
and cooling

4. Temperature Control Range 15 °C below RT to 100 °C

5. | Temperature Setting Range 1°C to 100 °C

6. Temperature Accuracy +0.5 °C (20 °C - 45 °(C)

7. Heating Rate 26 °C/min

8. Cooling Rate 22.0 °C/min (100 °C to RT)

9, Mixing Speed Range 290 - 2900 rpm

10. Mixing Function Us_e{‘ controllable, continuous and interval
mixing modes

11. | Quick Mix Function Dedicated button for short/instant mixing

12. | Time Setting Range 5 seconds to 99 hours

13. | Continuous Operation Supported

14. Programmability Progr.'ammable for temperature, mixing,
and time

15. | Program Storage Capacity >18 user-defined programs

16. | Direct Program Keys Minimum 5 direct-access program keys

17, Disislay Large digital display showing set and
actual values

18. Block Compatibility Exchangeable blocks for 5 pL to 50 mL
formats

! ] 0.2 mL tubes/strips, 0.5, 1.5, 2, 5, 15, 50 mL
. Supporses Formats in bisek tubes, 96-we1/l anclij384-well plates
20. Supports extended block for different
Incubation type temperatures in same device for parallel

incubation

21, Independent control for exchangeable and

extended blocks

Automatic Block Recognition

Automatic maximum gpeed setting

szﬁzﬁ
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Annexure-I

23. Condensation Prevention Heated }id tp prevent lid wetting and cross-
contamination
24. | Interface USB interface for software upgrades
25, One 24 X 1.5ml block should be
Block to be supplied supplied with the equipment
26. | Certification CE Certified
27. | Warranty Atleast 3 years

Other Mandatory Terms & Conditions:

1.

Bidder should be a reputed Original Equipment Manufacturer (OEM) or
Authorized dealer of the OEM who has an Authorization Certificate from the OEM
to participate in the tender. Certificate from the OEM for sales and service to be
produced.
The supplier should have proven track record of supplying digital dry bath to the
Higher Education institutions/research institutions/Universities. List of clients
served highlighting Government clients/ Universities along with contact
numbers and purchase order copies to be furnished with satisfactory
performance certificate issued by Competent Authority. A list of previous
installations, testimonies/satisfactory certificates and contact details shall be
provided along with bid documents.
The bidder should have minimum 5 Years’ experience in the relevant field
supplying scientific equipment’s to Universities/Central Govt./State Govt. or with
reputed Organizations, copies of relevant purchase orders certified by the
Competent Authority in this regard have to be enclosed.

The same or similar digital dry bath should have been installed at least five
academic/research organizations in India funded by state/Central Government.

The same digital dry bath refers to the same Technical Specifications as detailed >
in this document. The similar digital dry bath refers to the similarity of 75% of

the Technical Specifications.
Full warranty for three years must be provided with a response time of two-
working days
Complete details of services and application support should be provided.

Also, the company should have a facility for technical help, troubleshooting &
training on the same system.
Technical features for the product quoted should exclusively be supported by an
authentic company catalogue and must be verifiable from the official company
website. The bids not supported wit

consi

red. .,

l;i'.an’ accurate/original record will not be gﬁ}ﬁ
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Annexure-I

9. Should have a factory trained Service Engineer preferably available in South India
(For the quoted model).

10. The bidder should provide a proper demonstration cum training at their cost for
researchers in using the instrument.

11. The bidder should ensure the complete onsite installation of the instrument at
the place in a laboratory suggested by the University on or before date specified
in the purchase order, and any accessory for the installation should be managed
at their cost.

12. Calibration samples if any should be provided along with the equipment.

13. The quoted equipment should be CE certified product. The certificate should be
issued only by the concerned agencies. Fake certificates will be summarily

rejected. B V
Signatures of the Members: f\ ‘}k L,
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Annexure-|

TECHNICAL SPECIFICATIONS OF ‘BSL-2 Cabinet (Microprocessor-controlled

The BSL-2 Cabinet should be a microprocessor-controlled, energy-
designed to provide personnel, product, and environmental prote
handling of microbiological agents and research samples. The detail

Biosafety Cabinet Class II type A2)’

are as follows:

efficient system
ction during the
ed specifications

Sl. No. Parameter Specification (Required) |
1. External Dimensions (W x D x Approx. 1300-1400 mm (W) x 700-
H) 800 mm (D) x 1300-1450 mm (H);

Stand height approx. 700-800 mm

2. | Internal Dimensions (W x D x Approx. 1150-1250 mm (W) x 520-

H) 600 mm (D) x 650-750 mm (H)

3. | Average Inflow Velocity 0.40 - 0.50 m/s (80-100 fpm) at initial
set point

4. | Average Downflow Velocity 0.25 - 0.35 m/s (50-70 fpm) with
uniformity within +20%

5. | Airflow Volume (+10%) Inflow: 300-380 m*/h; Downflow:
650-850 m?/h; Exhaust: 300-380
m?/h; Class Il Type A2

6. HEPA Filter Efficiency 299.99% at 0.3 microns
2 99.999% at 0.12 microns

T Noise Level <65 dBA

8. | LED Illumination Minimum 2 x 40W (or equivalent LED
intensity)

9. UV Lamp 15-30 Watts with safety interlock

10. | Cabinet Construction 16G-18G electro-galvanized steel with
epoxy powder-coated finish

Z’W*?%Wﬁf W;@f/
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Annexure-I|

11. | Work Surface Stainless Steel Type 304, 16G-18G
thickness, removable with spill
collection tray and drain facility

12. | Side Walls Stainless Steel Type 304, 16G-18G

13. | Front Door Tempered glass sliding sash with
counterweight; adjustable working
height approx. 8-10 inches (200-250
mm) with audio/visual alarm

14. | Controller Microprocessor-based controller with
airflow display, UV hour meter, usage
monitor, and audio-visual alarms

15. | Electrical Requirements 220-240V AC, 50Hz, Single Phase
(210% variation acceptable)

16. | Electrical Outlet Minimum 1 no. internal socket (5/15
Amp or equivalent)

17. | Gas Cock Minimum 1 no.

18. | Stand Powder-coated support stand with
castor wheels and leveling jacks

19. | Installation and testing Air velocity, HEPA filter integrity test,
particle test has to be done with
installation using an N2 cylinder. The
N2 cylinder has to be brought to the
site by the supplier, and should be
included in the equipment cost.
Calibration certificate has to be
provided

20. | Warranty 3-year comprehensive on-site warranty
and validation for Air velocity, HEPA
filter integrity test, and particle test
during the warranty period. N2 W
Cylinder has to be brought to the site

for testing by supplier.

/’( -
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Annexure-|

Other Mandatory Terms & Conditions:

1.

10.

i,

12.

Bidder should be a reputed Original Equipment Manufacturer (OEM) or
Authorized dealer of the OEM who has an Authorization Certificate from the OEM
to participate in the tender. Certificate from the OEM for sales and service to be
produced.

The supplier should have proven track record of supplying BSL-2 Cabinet to the
Higher Education institutions/research institutions/Universities. List of clients
served highlighting Government clients/ Universities along with contact
numbers and purchase order copies to be furnished with satisfactory
performance certificate issued by Competent Authority. A list of previous
installations, testimonies/satisfactory certificates and contact details shall be
provided along with bid documents.

The bidder should have minimum 5 Years’ experience in the relevant field
supplying scientific equipment’s to Universities/Central Govt./State Govt. or with
reputed Organizations, copies of relevant purchase orders certified by the
Competent Authority in this regard have to be enclosed.

The same or similar BSL-2 Cabinet should have been installed at least five
academic/research organizations in India funded by state/Central Government.
The same BSL- 2 Cabinet refers to the same Technical Specifications as detailed
in this document. The similar BSL-2 Cabinet refers to the similarity of 75% of the
Technical Specifications.

Full warranty for three years must be provided with a response time of two-
working days

Complete details of services and application support should be provided.

Also, the company should have a facility for technical help, troubleshooting &
training on the same system. '

Technical features for the product quoted should exclusively be supported by an
authentic company catalogue and must be verifiable from the official company
website. The bids not supported with an accurate/original record will not be
considered.

Should have a factory trained Service Engineer preferably available in South India
(For the quoted model).

The bidder should provide a proper demonstration cum training at their cost for
researchers in using the instrument.

The bidder should ensure the complete onsite installation of the instrument at
the place in a laboratory suggested by the University on or before date specified
in the purchase order, and any accessory for the installation should be managed
at their cost.

Calibration samples if any should be provided along with the equipment.

pes



Annexure-|

13. The quoted equipment should be ISO and CE certified product. These certificates
should be issued only by the concerned agencies. Fake certificates will be
summarily rejected. EIJ )

Signatures of the Members:
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Annexure-|

TECHNICAL SPECIFICATIONS OF ‘pH METER’

The offered pH meter should be suitable for Environmental studies, chemical labs,
titrations, and quality assurance testing. The offered system shall be suitable for most
laboratory, ecological studies, and other applications. The detailed specifications are

as follows:
S1. No. Parameter Specification (Required) |
1. Measuring Parameter pH /ORP /oC / oF
2. pH range -2.00 to 16.00 pH
3. | pH Resolution 0.01-0.03 pH
4. | Accuracy +0.01 pH
S Cal. Points 5-8
6. | Buffer Sets for calibration Yes
78 ORP range +2000.0 mV
8. Rel. mV Range +2000.0 mV
9. Resolution 0.01/0.1/1ppm
10. | Accuracy +0.5 % full scale (monovalent)+0.1 %
full scale (divalent)
11. | Temp. Range (Meter) 0.0 to 100.0 oC / 32.0 to 212.0 oF
12. | Resolution 0.10C/ 0.1 0F
13. | Accuracy +0.3 oC / £0.5 oF (0 to 70 oC)
14. | Compensation ATC / MTC (0 to 100 oC) (pH only)
15. | Memory At least 100 datasets
16. | Display LCD l
17. | Input DC socket, BNC, 2.5 mm phono (ATC), EWM
phono (reference)

Bl dger syt SN
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Annexure-|

18. | Power 9 V DC adapter, 1.3 A (100 / 240 VAC,
SMPS)
19. | Warranty 3 Years

Other Mandatory Terms & Conditions:

1.

10.

11
12,

Bidder should be a reputed Original Equipment Manufacturer (OEM) or
Authorized dealer of the OEM who has an Authorization Certificate from the OEM
to participate in the tender. Certificate from the OEM for sales and service to be
produced.

The supplier should have proven track record of supplying pH meter to the
Higher Education institutions/research institutions/Universities.

The same or similar pH meter should have been installed at least five
academic/research organizations in India funded by state/Central Government.
Full warranty for three years must be provided with a response time of two to
five working days

Complete details of services and application support should be provided.

Also, the company should have a facility for technical help, troubleshooting &
training on the same system.

Technical features for the product quoted should exclusively be supported by an
authentic company catalogue and must be verifiable from the official company
website. The bids not supported with an accurate/original record will not be
considered.

Should have a factory trained Service Engineer preferably available in South India
(For the quoted model).

The bidder should provide a proper demonstration cum training at their cost for
researchers in using the instrument.

The bidder should ensure the complete onsite installation of the instrument at
the place in a laboratory suggested by the University on or before date specified
in the purchase order, and any accessory for the installation should be managed
at their cost.

Calibration samples if any should be provided along with the equipment.

The quoted equipment should be ISO and CE certified product. These certificates
should be issued only by the concerned agencies. Fake certificates will be
summarily rejected. t;N'

Signatures of the Members:




TECHNICAL SPECIFICATIONS

Annexure-I

‘PROKOPACK A OR’

The prokopack aspirator for Mosquito Collection should be a compact, field-portable
mechanical aspirator designed for efficient collection of mosquitoes and other small
insects for entomology applications. The aspirator should operate on DC as well as a

long-lasting battery,

ensuring reliable performance during extended field use. The

detailed technical specifications of the offered system are as follows:

SL. No.

WONNA W

12.
13
14.

15.
16.

17.
18.
19.
20.
P
22
23.
24.
25,

7 2

Parameter

Types of Aspirator

Power Requrement

Maximum power

Air displacement cfm

Air displacement cmh

Aspirator Straw

Type of Aspirator Straw
Opening of the Aspiration Straw
Suitable for Both for Agriculture
and Medical Entomology
Warranty on Aspirator
Warranty on Accessories like
Collection Vial and Straw

Total Number of Aspirator Straws
Dia of the aspirator mouth
Power use

Battery Type Chargeable
Capacity of Battery Chargeable

Chargeable Power
Operation

DC Power Use

AC Power Use

Battery Operated

Battery

Connecting Cable Required
DC Cable Required
Rechargeable Batteries

Specification (Required)

Mechanical Aspirator
DC

3A

145

247

NA

Straight

NA

3 years
1-3Years

Atleast 1

50-80mm

Should last atleast 3 hrs on
continuous use

For field use 5-6 hrs considering
intermittent on and off

SMF or Lead Acid Batteries
One 12v and two numbers of
series connected 6v batteries
0.5,1.0 or 1.5 amps

Auto cut-off feature available
Yes

No

Yes

4.5 to 12v

Yes

Yes

Rechargeable Lead Acid



Annexure-I

26. Batteries Supplied with the Unit Yes
27. Battery Charger Yes
28. DC Power Cable Length >5m

Other Mandatory Terms & Conditions:

2

10.
j &%

Bidder should be a reputed Original Equipment Manufacturer (OEM) or
Authorized dealer of the OEM who has an Authorization Certificate from the OEM
to participate in the tender. Certificate from the OEM for sales and service to be
produced.

The supplier should have proven track record of supplying prokopack aspirator
to the Higher Education institutions/research institutions/Universities. List of
clients served highlighting Government clients/ Universities along with contact
numbers and purchase order copies to be furnished with satisfactory
performance certificate issued by Competent Authority. '
The bidder should have minimum 5 Years’ experience in the relevant field
supplying scientific equipment’s to Universities/Central Govt./State Govt. or with
reputed Organizations, copies of relevant purchase orders certified by the
Competent Authority in this regard have to be enclosed.

Full warranty for three years must be provided with a response time of two-
working days

Complete details of services and application support should be provided.

Also, the company should have a facility for technical help, troubleshooting &
training on the same system.

Technical features for the product quoted should exclusively be supported by an
authentic company catalogue and must be verifiable from the official company
website. The bids not supported with an accurate/original record will not be
considered.

Should have a factory trained Service Engineer preferably available in South India
(For the quoted model).

The bidder should provide a proper demonstration cum training at their cost for
researchers in using the instrument.

Calibration samples if any should be provided along with the equipment.

The quoted equipment should be ISO and CE certified product. These certificates
should be issued only by the concerned agencies. Fake certificates will be

summarily rejected. EIJW

Signatures of the Members:
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Annexure-I

T NICAL SPECIFICATIONS OF ‘DE REEZER.’

The upright vertical freezer shouldl be a high-performance, energy-efficient cold
storage system designed for the reliable preservation of biological samples and
molecular reagents/ enzymes in laboratory environments. The detailed technical
specifications of the offered system are as follows:

SlI. No. Parameter Specification (Required)

1.  Product Type Upright / Vertical Freezer

2. Model Capacity 250-300 Litres

3.  Number of Doors Single Door

4, Door Material Any

5. Number of Drawers 5-10 Pull-Out Drawers

6.  Drawer Type Pull-Out Compartments

7 Temperature Range -18°C to -20°C

8.  Cooling Technology Superior Cooling with Advanced
Insulation

9.  Refrigerant Type R600a

10.  Energy Efficiency Energy Efficient Operation

11. Temperature Performance Permafrost-Level Freezing for
Long-Term Freshness

12. Warranty 3 years

13. Installation Type Plug-and-Play

14.  Security Feature Built-in Safety Lock

15.  Power Supply Single Phase

Other Mandatory Terms & Conditions:

1.

w

B

Bidder should be a reputed Original Equipment Manufacturer (OEM) or
Authorized dealer of the OEM who has an Authorization Certificate from the
OEM to participate in the tender. Certificate from the OEM for sales and service
to be produced.

On-site delivery has to be done within 10 days after purchase

Complete details of services and application support should be provided.
Also, the company should have a facility for technical help, troubleshooting &
training on the same system.

Technical features for the product quoted should exclusively be supported by
an authentic company catalogue and must be verlfi e from the official

5
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Annexure-I

company website. The bids not supported with an accurate/original record
will not be considered.

6. Should have a factory trained Service Engineer preferably available in South
India (For the quoted model).

7. The bidder should provide a proper demonstration cum training at their cost
for researchers in using the instrument.

8. The bidder should ensure the complete onsite installation of the instrument at
the place in a laboratory suggested hy the University on or before date
specified in the purchase order, and any accessory for the installation should
be managed at their cost.

9. Calibration samples if any should be provided along with the equipment.

10.The quoted equipment should be ISO and CE certified product. These
certificates should be issued only by the concerned agencies. Fake certificates
will be summarily rejected. w. 2

Signatures of the Members:
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Annexure-I

TECHNICAL SPECIFICATIONS OF ‘PIPETTE SET.’

The offered micropipette set should be a high-precision, fully autoclavable, and
suitable for advanced molecular biology, clinical diagnostics, microbiology, and
research laboratories. The pipette set should be designed for comfortable single-hand
operation with high accuracy and reproducibility across a wide volume range.
The detailed technical specifications of the offered system are as follows:

SL. No. Parameter Specification (Required)

1. Product Type A(‘ijusta.ble volume single-channel
micropipette

2. 0.1 uL to 1 mL (entire range
covered with 6 models: 0.1 to

Volume Range 2.5uL, 0.5 to 10uL, 2 to 20uL, 10 to

100uL, 20-200uL and 100 to
1000uL.)

3. Clearly visible 4-digit volume

display; readable during pipetting;

Volume Display suitable for right- and left-handed

users
4, High precision suitable for
molecular biology applications,
Accuracy & Precision especially enzyme pipetting (0.1-
2.5 pL model for ultra-low volume
precision)
5. Autoclavability g glly autoclavable without
isassembly
6. Piston Material Corrosion-resistant piston
7 Construction Material Inmtwative, high-})erform.ance
engineered plastic materials
8. Ergongmics Ergonomic finger rest; hand-
adaptive design to reduce fatigue
9. r Centrally located pipetting button
Qperasion with sepJ;rate tip lz:j(l:ctiongkey
10. Compliance CE-IVD certified
il Chémical Resistance Suitable for common laboratory
reagents
12. Volume Display 4-position volume display with

integrated magnifying le

%W - .1{;-&4 | Zﬁ)\ O\ﬁ\ =



Annexure-I

13. Accessories Supplied Each pipette should be supplied
with silicone grease for easy
cleaning and maintenance

14. Volume Adjustment Protection Reliable volume-change protection
to prevent accidental adjustments

15. Tip Compatibility Universal tip cone compatible with
tips from other brands

16. Calibration capable The pipettes should be Easy

calibration Capable, by the PIin the
lab without the help of any
specialized tools or Service person
assistance in accordance with the
ISO 9001 GLP guidelines for

monitoring of measuring
instruments.
17. Autoclavability Fully autoclavable at 121°C, 2 bar

(as per DIN EN 285)

Other Mandatory Terms & Conditions:

1

Bidder should be a reputed Original Equipment Manufacturer (OEM) or
Authorized dealer of the OEM who has an Authorization Certificate from the OEM
to participate in the tender. Certificate from the OEM for sales and service to be
produced.

The supplier should have proven track record of supplying pipette set to the
Higher Education institutions/research institutions/Universities. List of clients
served highlighting Government clients/ Universities along with contact
numbers and purchase order copies to be furnished with satisfactory
performance certificate issued by Competent Authority. A list of previous
installations, testimonies/satisfactory certificates and contact details shall be
provided along with bid documents.

Complete details of services and application support should be provided.

Also, the company should have a facility for technical help, troubleshooting &
training on the same system.

Technical features for the product quoted should exclusively be supported by an
authentic company catalogue and must be verifiable from the official company
website. The bids not supported with an accurate/original record will not be
considered.

Should have a factory trained Service Engineer preferably available in South India
(For the quoted model). ;W
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The bidder should provide a proper demonstration cum training at their cost for
researchers in using the instrument.

Calibration samples if any should be provided along with the equipment.

The quoted equipment should be ISO certified product. The certificate should be
issued only by the concerned agencies. Fake certificates will be summarily

rejected. )
Ko
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CENTRAL UNIVERSITY OF KERALA

PERIYA, KASARAGOD-671320

Ln

10.

Ll

GENERAL TERMS AND CONDITIONS

The duly filled hard copy of the quotation for the scientific equipment shall be submitted in a
sealed cover with all equipment manuals and supporting documents to the following address Dr.
Praveen Balabaskaran Nina, Principal Investigator, Department of Public Health and
Community Medicine, Central University of Kerala, Periya, Kasargod — 671325 on or before
the due date.

Submitting quotations by any other means other than specified above shall not be considered. The
University is not responsible for any postal/courier delay.

The invitation notice, technical specifications of the scientific equipment, schedule of quantities
and other necessary documents can be seen and downloaded from the University official website

https://cukerala.ac.in/.

The supplier should be a well-established professional organizer and must have an experienced
background in supplying scientific equipment to Universities and research institutes.

The quoted price must be in Indian rupees and shall include GST, service tax, duties, transportation
of materials, custom clearance etc. and no additional claim will be entertained by University in this
regard. =

The supplier shall submit compliance certificate against each technical specification of this
scientific equipment and any deviation invites disqualification from the competition.

The successful supplier shall be required to comply with all the instructions of the University. The
decision of the University is final.

The successful supplier shall be required to supply the scientific equipment as per the time period
stated in the purchase order. Delay in supply of the equipment shall invite Liquidated Damage
charges as per GFR, Govt. of India rules.

Installation and training shall be completed at free of cost within THREE working days after supply
of the item to the Department of Public Health and Community Medicine, Brahmaputra building,
Central University of Kerala.

The warranty for the supplied equipment shall be minimum THREE years from the date of
installation. The supplier shall offer AMC as an optional cost beyond the warranty period three
years.

Selection of a supplier is decided based on evaluation of technical specifications, eligibility, past
performance/experience and followed by offer price (lowest price, L1). However, University
reserves the right to place purchase orders to L1. Further, the L1 supplier may be called for price
negotiation.



. On receipt of the purchase order, the L1 firm shall submit the Performance Bank Guarantee of 5%
of the total equipment cost within the stipulated time as per GFR, Govt. of India. The PBG shall be
valid for 38 months from the date of installation of the equipment in the University.

. Terms of Payment:

(a). Terms of payments for Domestic Goods:

Out of the total cost of the equipment, 80% payment shall be released on submission of proof of
delivery of complete goods (stores/consignee receipt), inspection report and on certification of
satisfactory installation of the equipment at the consignee's premises and after "ensuring
verification of the Performance Security”. Balance 20% of the payment shall be released upon
successful Test run of the equipment at least for a month and after ensuring that already furnished
Performance Security is valid for a period of 60 days beyond the date of completion of all
contractual obligations of the bidder / supplier including comprehensive maintenance THREE
years warranty obligations.

Documents for Payments of Domestic Goods:
i.  Supplier’s Invoice in triplicate indicating, inter alia description and specification of the

goods, quantity, unit price, total value;

ii.  Packing list;

iii.  Insurance certificate, if applicable;

iv.  Railway receipt/consignment note:

v.  Manufacturer’s guarantee/warranty certificate;

vi.  Inspection and installation certificate duly signed by the service engineer of the supplier
and University official; and

vii.  Copy of cancelled cheque/Bank account detail for making payment.
viii.  Any other document as may be required by the GFR and Central University of Kerala
norms

(b). Terms of payments for Imported Goods:

The Central University of Kerala releases the payment to the supplier through the following

method:
Out of the total cost of the equipment, 80% of the value of the imported goods will be paid
against inspection certificate (where applicable) and shipping documents to the University
through letter of credit (LC). Balance 20% will be released within 30 days after due
certification by the Purchaser/University for successful commissioning of the equipment at
the premises and also, after ensuring that the furnished Performance Security is valid for a
period of 60 days beyond the date of completion of all contractual obligations of the
bidder/supplier including comprehensive maintenance warranty obligations.

Documents for Payments of Imported Goods: Documents, which the supplier is to furnish
while claiming payment, are specified in the Letter of Credit, but usually are:

i.  Supplier’s original invoice in triplicate giving full details of the goods including quantity,
value, and so on;
ii. Packing list;



iii. Certificate of country of origin of the goods to be given by the seller or a recognized
chamber of commerce or another agency designated by the local Government for this
purpose;

iv. Manufacturer’s test certificate and guarantee;

v. Certificate of insurance;

vi. Bill of lading/airway bill/rail receipt or any other dispatch document, issued by a
Government agency (like the Department of Posts) or an agency duly authorized by the
concerned Ministry/Department, indicating:

oo o

f.

Name of the vessel/carrier;

Bill of lading/airway bill;

Port of loading;

Date of shipment;

Port of discharge and expected date of arrival of goods; and any other document(s) as
and if required in terms of the contract.

Any other as may be required by the GFR and Central University of Kerala norms

14. University shall recover the GST, TDS, any other statutory taxes as per Govt. of India norms.

15. In case of any dispute, the decision of Registrar, whose decision is final and binding on the

supplier.

16. In the interest of the Central University of Kerala, additional terms & cond:tlons may be

imposed or introduced to the conditions as stated above.
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