CENTRAL UNIVERSITY OF KERALA
(HEG & Glﬁ[ﬁl'q'q Y 2009 GRT RITNAG / Established under the Act of Parliament in 2009)%31%'& e,
N ST, SRRNS-671 325, & / Tejaswini Hills, Periye P.O. KASARAGOD-671 325, KERALA
GYHTYH/ Phone: 0467 -2309495, m! Website:- cukerala.ac.in, § A / E mail:- registrar@@cukerala.ac.in

Notification No. Dated 09.09.2025

INVITATION FOR QUOTATIONS

Quotations are invited in single cover system from the reputed and well-established
supplier for the supply and installation of Scientific Equipment to the Department of
Environmental Science as detailed below:

| Last Date for

lilo Name of the Scientific Equipment submission of
Quotations
1 Bath Sonicator, Bacterial Incubator, Digital water bath, Vernier calipers | 30.09.2025

150 mm and 300 mm, COD Digester, Dissolved Oxygen Meter, PH
meter, Electronic weighing balance 4 digit precision, Mini rotary shaker,
Laboratory table top centrifuge, 16 x 15 ml. swing out head with
graduated glass tubes having Angle rotor suitable for 6 tubes of 50 ml,
Trinocular stereo zoom microscope with USB Cameras, C-mount adapter
for 1/2” sensor

The detailed technical specifications and quantities of the equipment shall be provided as per the
Annexure I. The Price details format and General Terms and Conditions for submitting quotations
and supplying the Scientific Equipment shall be as per Annexure I and Annexure I1I respectively.

The quotations shall be submitted in a sealed cover to the Head, Department of Environmental
Science, Narmada Building, Central University of Kerala, Periya, Kasargod. It is requested that the
quotations along with brochures and equipment manuals, if any, may be submitted to the Head,
Department of Environmental Science on or before the due date. The quotations will be
opened on I* October, 2025 at 11.00 Hrs and the successful bidder will be informed 03.10.2025. If

the proposed day happens to be holiday for CUK, the quotations will be opened on subsequent
working day. T
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Technical Specifications of Minor Equipments purchase 2025-26

Avnexye -1

S.No.

Equipment with Specifications

Quantity

vl

Vernier calipers 150 mm and 300 mm

Digital

LED Display
Stainless steel body
Range-0-150 mm

Digital

LED Display
Stainless steel body
Range-0-300 mm

10 (5 each)

2V

pH meter

pController based pH system with
electrode & Temp. probe( Auto Temp.
Compensation, 3 point calibration,
Resol. 0.01 pH

Mini rotary shaker

Speed Range : 50 to 400 rpm

Platform Size: 12 x 12 inches

Flasks Capacity [max): 5 x 500 ml

Overall Dimensions: 320 x 415 x 130 mm W x D x H (mm)
Speed Indicator: Digital

Digital Count down Timer: 99 minutes

Shaking Orbit: 10 mm

Power Supply 220-240 V, 50Hz, Single phase

4.

Laboratory table top centrifuge 16 x 15 ml. swing out head with
graduated glass tubes having Angle rotor suitable for 6 tubes of 50
ml

Max speed: 6000 rpm

Max RCF: 5070g

Max Capacity: 400 ml
Digital timer range: 0-99 min
Noise: less than 60Db
WxDxH: 380x470x300 mm

Trinocular stereo zoom microscope with USB Cameras, C-mount
adapter for 1/2” sensor

Microscope:

Head: Trinocular (split ratio: 50/50), 45° inclined; 360° rotating.
Dioptric adjustment: Both eyepieces.

Eyepieces: WF10x/21 mm, high eyepoint, secured by screw and with
rubber cups.

Objective: Parfocal achromatic zoom 0.7x...4.5x (6.43:1 ratio) with anti-

fungus

treatment.

Working distance: 100 mm

Stand: High-grade. precision fixed with handle and focus.
Focusmg Rack and pinion focusing mechanism.
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Ilumination: LED™ swiveling incident and transmitted, with
brightness control, rechargeable batteries. Color temperature: 6,300 K.
Multi-plug 100-240Vac/5Vdc external power supply.

USB Camera: USB 2.0 C-mount and Eyepiece Microscope camera

Focusable C-Mount adapter for 1/2” sensor

Double walled construction outer body made of M.S. Sheet,
powder coated, inner body made of 304qualityS.S sheet.
Temperature Controlled by DIGITAL Temperature Controller
cum Indicator Glass wool insulation with Flat lid Suitable to
work on 220 V AC supply

Size 30 x 30 x 17.5cm 18-22Ltr

6. Electronic weighing balance 4 digit precision I
Capacity: 220g
Readability: 0.0001g/0.1mg
Calibration: Internal
i Bath Sonicator |
Frequency 40 KHz
Capacity:- 5 liters
Tank size: 300 L x 155 W x 150 H(mm)
Power 150W W/
Heating Power 300 W
Timer 1-99min
Heating Temp: RT +5 to 80°C
Drain Valve: YES
Lid-Yes
8. Bacterial Incubator I
Outer body made of M.S. sheet, powder coated, inner chamber
choice of Aluminium or Stainless steel. Temp: range
ambient + 5°C to 60°C. Accuracy: + 1°C Temp: Controlled by
Digital Display proportionate temp: controller, insulation glass
wool 63 mm. Thick. Provided with inner plexi glass door.
Size: 45 x 45 x 60cm 125Ltr 2 Shelves 1200watts
9. Digital water bath I

COD Digester

Reflux Type Open

Positions 08 Position

Capacity 250 ml x 08

Heating Block Aluminium

Temperature Range Ambient to 180°C
Temperature Accuracy +1° C £10°C

Display LED

Graphical representation of time and temp No
Two point factory calibration Yes

PlDrautotune Yes '
User presets Yes , ﬁ/

Process Timer 0 - 999 min ((ﬁ
Temperature Control Yes with Set value and Present value
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Time Control Yes with Set value and Present value
Connectivity to Printer No

Connectivity to PC No

Power consumptions 1400 W

Current Consumption 6 A Unit

I'l.v | Dissolved Oxygen Meter I

DO Range 0.00-20.00mg/L or ppm

DO Resolution 0.1,0.001ppm. (Selectable)

DO Accuracy +0.2mg/L or ppm

Saturation of Oxygen 0.0-200.0%

Saturation Accuracy +2.0%, Temperature Range 0.0~50.0°C
Temperature Accuracy + 0.5°C

Memory up to 500 readings with Date & Time |

Head .

Department of Environmental Sciepce
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PRICE DETAILS

Annexure-I1

SI.

No.

Description

Qty

Rate
per
Unit

Amount

Whether
submitting

quotations
(Yes/No)

Department of Environm

ental S

cience

Bath Sonicator

Bacterial Incubator

Digital water bath

E-S RS S

Vernier calipers 150 mm and 300 mm

10 (5
each)

COD Digester

Dissolved Oxygen Meter

PH meter

Electronic weighing balance 4 digit precision

o ool | v W

Mini rotary shaker

Laboratory table top centrifuge 16 x 15 ml. swing
out head with graduated glass tubes having Angle
rotor suitable for 6 tubes of 50 ml

Trinocular stereo zoom microscope with USB
Cameras, C-mount adapter for 1/2” sensor
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Annexure-I11

CENTRAL UNIVERSITY OF KERALA
PERIYA, KASARAGOD-671325

o

10.

bl

13.

GENERAL TERMS AND CONDITIONS

The duly filled hard copy of the quotation for each scientific equipment shall be submitted in a
sealed cover with all equipment manuals and supporting documents to the following address,
Head, Department of Environmental Science, Narmada Building, Central University of
Kerala, Periya, Kasargod — 671325 on or before the due date.

Submitting quotations by any other means other than specified above shall not be considered. The
University is not responsible for any postal/courier delay.

The quantities of the Scientific Equipment may increase or decrease at the time of placing purchase
orders.

The invitation notice, technical specifications of the scientific equipment, schedule of quantities
and other necessary documents can be seen and downloaded from the University official website
https://cukerala.ac.in/.

The supplier should be a well-established professional organizer and must have an experienced
background in supplying scientific equipment to Universities and research institutes.

The quoted price must be in Indian rupees and shall include GST, service tax, duties, transportation
of materials etc. and no additional claim will be entertained by University in this regard.

The bidder can offer quotations to any number of scientific equipment as listed in the Annexure 1.
The bidder shall comply with all the technical specifications of each scientific equipment and any
deviation invites disqualification from the competition.

The successful bidder shall be required to comply with all the instructions of the University. The
decision of the University is final.

The successful bidder shall be required to supply the scientific equipment on or before 30.10.2025
from the date of issuing purchase orders. Delay in supply of equipment will invite Liquidated
Damage charges as per GFR, Govt. of India rules.

Installation and training shall be completed at free of cost within THREE working days after supply
of the item to the Department of Environmental Science, Narmada Building, Central

University of Kerala.

The warranty for the supplied equipment shall be minimum ONE year from the date of installation.

. Selection of a bidder is decided based on evaluation of technical specifications and followed by

offer price (lowest price, L1). However, University reserves the right to place purchase orders to L1
and L1 bidder may be called for price negotiation.

Payment (100%) shall be released only after successful installation of the Scientific Equipment in
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the Department of Geology and satisfactory report of the end user.

14. University shall recover the GST, TDS, any other statutory taxes as per Govt. of India norms.

15. If a Firm/Supplier wish to supply more than one Scientific Equipment. rates shall be quoted in the
format (Annexure II).

16. In case of any dispute, the decision of Registrar, whose decision is final and binding on the
supplier.

17. In the interest of the Central University of Kerala, additional terms & conditions may be
imposed or introduced to the conditions as stated above.




